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ON 

ASBESTOS 
"CENTURY" SHINGLES 

AND 

ASBESTOS 
BUILDING LUMBER. 

The great invention covered by L Hat- 
schek's Patent, No. 769,078, issued under the 
date of August 30th, 1904, for a fireproof build- 
ing material composed entirely of Asbestos 
fibre and hydraulic or Portland cement, marks 
an epoch in the building industry, and a new 
birth i„ the matter of fire protection, so far 
as fireproof construction is concerned 

Perfectly fireproof and not affected by 
continuous moisture, frost, or subject to 
deterioration by the elements in any way it 
is obvious that Asbestos Building Lumber 
may be employed freely and confidently in a 
vast variety of places where ordinary wooden 
lumber has failed. 

Primarily designed to replace the ordinary 
roof coverings only, its merits have been 
found to be so supreme, that its employment 
by our best architects and engineers, has 
extended to all classes of light constructive 
work wherein its many desirable qualities 
have supplanted other materials heretofore 
commonly in use. 
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ASBESTOS "CENTURY" SHINGLES 

Fireproof and Everlasting 
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Illustration of the first building in America covered with 

ASBESTOS "CENTURY" SHINGLES. 

The** Water Toiver" House, designed and erected in 1903 

for the Ambler Spring Water Company, 

by R. V. Mattison, M, D. 
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It is perhaps supt rflu< 

Shingles, Slates 
or Sheathing, made wholly of mineral fibre 
Asbestos and hydraulic Cement, are both 

fireproof and indestructible. 

I i! epi ooi I ei lasting. 

Both Vsbes ir minera. t is 

often called, from its peculiarity of crystal- 
lizing in fil id of in ordinar 

as is the usual case with mineral substa 

and hydraulic Cement have been known from 
the earliest times, as among the most refractory 
of sul i The old Greek and Roman 

remnants of antiquity, composed largely of 

iiilic Cement, remain mute witness 
this everlasting qualitv in this material. As- 
bestos fibre has remained exposed to the ele- 
ments for unnumbered centuries, without 
deterioration, while its well-known fireproof 
quality renders it the most suitable fibre upon 
which to crystallize the Cement deposited 
thereon, in the course of manufacture. It is 
therefore evident from the well-known natural 
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ASBESTOS 
"CENTURY" SHINGLES 

NATURAL SLATES 

In natural slates the Asbestos M Century " 
Shingles have no opposition or competition, 
since they are so immeasurably superior in 
point of practical merit, to that of any natural 
slating material, that nothing remains to be 
said. 

Asbestos "Century" Shingles do not 
change color upon exposure to the weather in 
any climate. They are fireproof and un- 
alterable ; do not crack or exfoliate when 
exposed to fire, as natural slates do. Even if 
the snow should drive under them in winter, 
thaw under the rays of the midday sun, and 
freeze when night came, it would not in any 
manner deteriorate the Asbestos " Century " 
Shingles, as they are sufficiently elastic to 
prevent any cracking or splitting up to the 
nail hole, under such circumstances, as is 
well known to be the case with the natural 
roofing slates, thus demonstrating in a strik- 
ing manner their great superiority over the 
natural slates. 

The As: ntury" Shingles with- 

stand all climates and extremes of weather, 
as, owing to their natural insulating proper- 
ties, they are but slowly affected by change 
nperature. They may be frozen and 
thawed, and re-frozen and re-thawed any • 
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number of times; they may be burned or 
otherwise subjected to the most extreme 
variation of temperature, and will be found 
intact at the end of the test. 

Owing to the enormous pressure under 
which the Asbestos "Century" Shingles are 
manufactured, they absorb, when fresh, only 
about one-eighth of their weight of water, 
thus forming, as will be seen, a roofing tile of 
most excellent quality. Exposed to the action 
of the atmosphere for a year or more, the 
hydration and subsequent crystallization 
which takes place, converts them into abso- 
lutely impermeable roof coverings, which, as 
such, defy all changes of climate, and thus 
become greatly superior to other forms of 
sheathing. 

Economy. 

On account of the lightness of weight of 
the Asbestos " Century" Shingles, the fram- 
ing may be of very much lighter construction 
than that designed to carry slate roofs, 
hence a very considerable sum is saved in 
building construction, upon this very account, 
while the shingles may be cut or sawed, 
shaped to fit around dormer windows, chim- 
neys, etc., etc., without fear of injury to those 
surrounding them. Owing to our perforation 
of the tips of the shingles, for laying them 
in the diagonal or French style, the alignment 
is greatly facilitated, and the work of laving 
rendered less laborious and costly. When 
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with these good features, is combined the 
absolute inalterability of the Asbestos "Cen- 
tury" Shingles, their economy of application 
and maintenance, their fireproof qualities, 
their toughness and elasticity, it is not to be 
wondered at, that they defy all competition 
with other materials heretofore employed for 
the covering of buildings. 




Illustrating the Fireprooflng of 

Wooden Buildings along Railroads, 

Asbestos " Century " Shingles 

being applied as Sheathing. 
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ASBESTOS 
"CENTURY" SHINGLES 

Asbestos "Century" Shingles are so- 
called, because of the fact that being made of 
Asbestos and Cement, they are absolutely 
indestructible by the elements ; they are tough 
and elastic ; they can be put upon an ordi- 
nary roughly sheathed roof, and the telephone 
and electric linemen can tramp all over it 
without injuring the Asbestos "Century" 
Shingles, which it is well known, that they 
cannot do in the case of ordinary slate. Asbes- 
tos "Century" Shingles which are sold in 
Europe to an enormous extent, under the name 
of " Eternit Slates," stand to-day unap- 
proached in the line of roof coverings, by any 
other material. Ordinary cedar, cypress or 
redwood shingles have, at best, only an 
ephemeral life, and at the seashore the usual 
process of decay sets in with the most startling 
rapidity, upon account of their becoming satu- 
rated with the saline air, when they remain 
continuously damp, in consequence of which, 
decay sets in at the earliest moment and 
proceeds with the greatest rapidity. In contra- 
distinction to this, Asbestos "Century" 
Shingles being composed of those two inde- 
structible materials, Asbestos and Cement, 
may be exposed to the action of sea air or sea 
water even without undergoing the slightest 
deterioration or change. Upon this account 
Asbestos " Century " Shingles are by far the 
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ASBESTOS 
"CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 




ASBESTOS "CENTURY" SHINGLES 
Applied to a large Freight Sh«d. 




ASBESTOS "CENTURY" SHINGLES 
Applied to a Modern Stable. 
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ASBESTOS 
BUILDING LUMBER 



Electrical and Insulating Qualities 

Its insulating quality for electrical resist- 
ance is very high, and it is being largely used 
by constructing engineers, car builders, etc., 
etc., to insulate the electric installation under 
the cars, so that " short circuits" may result 
without injury to either the car or its occu- 
pants, for barriers, third -rail insulation, 
cabie-flue partitions, panels, doors for bus- 
bar and oil-switch compartments, circuit- 
breaker boxes, arc deflectors, telephone 
switchboards, and for other similar electric 
uses around electric power houses, etc., etc. 
For such uses there is nothing at present in 
the market, which is comparable to Asbestos 
Building Lumber, it being unusually light, 
tough and electrically non-conducting. 

Asbestos Building Lumber has high insu- 
lating qualities in several particulars. As an 
insulator of heat and cold, it is efficient to a 
high degree. It is much lighter in weight 
than similar materials, hence it is very superior 
to them, a roof, for instance, composed of 
Asbestos " Century" Shingles or Sheathing, 
being much cooler in summer and warmer in 
winter, than natural slate, while in fireproof 
quality and resistance to natural destructive 
changes, it is immeasurably superior to 
any natural slate ever quarried* 
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ASBESTOS 
"CENTURY" SHEATHING 

OR 

ASBESTOS 
BUILDING LUMBER 

Marvelous 
Toughness and Elasticity 

The Asbestos Building Lumber, composed 
of such a large percentage of Asbestos fibre, 
is naturally a tough material, not only for 
electrical work, but for ordinary building uses 
as well. Nails may be driven through it, by 
a quick sharp blow of the hammer, quite 
close to the edge, without danger of fracture, 
this Asbestos Building Lumber, thus differing 
materially from all other sheathing materials, 
in this important attribute of toughness and 
homogeneousness. 

It is sufficiently elastic to allow of marked 
tension due to vibration, expansion and con- 
traction of surrounding parts, wind pressure, 
etc., without cracking or breaking in any 
manner. The resistance of the Asbestos 
Building Lumber to blows, flexion, tension, 
etc., is enormous and surprising. Large pieces 
of the lumber have sufficient elasticity to 
allow of being bent around curves, without 
splitting, which in many instances is exceed- 
ingly desirable. Moreover it may be punched, 
filed or worked generally with the greate5t 
ease, with ordinary machinery such as is 
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used for working iron, as it is somewhat 
difficult to work with ordinary wood-working 
tools, particularly if the Asbestos Building 
Lumber has been made some time, as it 
becomes very hard, particularly if exposed to 
the weather, or after the lapse of years. One 
great and desirable feature of Asbestos Lum- 
ber, however, is that it can be successfully 
joined, fitted, etc., by the work of ordinary 
mechanics, no unusual or special knowledge 
being required in handling it. 

Asbestos Lumber is so tough and elastic 
that it can be used for car interiors, and 
painted, grained, veneered or otherwise treated 
to make a handsome finish. 




Standard Sheets U2 // X4S // ) 

ASBESTOS BUILDING LUMBER 

as applied to the Casthouse Roof 

DOMINION IRON & STEEL COMPANY 

Sydney, C. B., Nova Scotia 
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ASBESTOS 
11 CENTURY " SHEATHING 

OR 

ASBESTOS BUILDING LUMBER 



Fireproof 
Its Use in Door Panels 

Among the manifold uses of Asbestos 
Building Lumber, which suggest themselves 
involuntarily to the practical architect, engi- 
neer, builder or other man of experience in 
constructive work, there is none perhaps 
which gives more solid satisfaction to archi- 
tects than its use in door panels, as these being 
made usually of imperfectly seasoned lumber, 
shrink in our furnace heated houses in winter, 
to an unusual extent, expanding somewhat 
in the damp atmosphere of summer, they thus 
being in a more or less transitional stage all 
the time. When the panels of such doors 
are made of Asbestos Building Lumber, they 
may be painted or veneered or otherwise 
treated, and are inalterable, thus completely 
obviating the usual annoyance common to 
the use of panel doors or wainscoting. 

Fireproof Doors. 

Fireproof doors may be readily constructed, 
the styles as well as panels, of Asbestos Build- 
ing Lumber, and the completed door veneered 
or painted to correspond with the general 
character or furnishings of the room. As such 
doors never swell or shrink they are very 
satisfactory to owners of buildings. 
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ASBESTOS 
"CENTURY" SHEATHING 

OR 

ASBESTOS 
BUILDING LUMBER 



Its Use as a Fire Stop 

p. Where it is desirable to not only 

riOOrS. cut d own insurance rates, but for 
one's own personal safety, to confine the fire 
which may unfortunately occur in any dwell- 
ing, to the floor upon which it originates, all 
that is necessary, is to use " Asbestos Build- 
ing Lumber" in large sheets, upon the rough 
floor, when the finished floor may then be 
laid immediately upon these sheets, the whole 
being securely nailed in the usual manner. 
This will confine any ordinary fire to the 
floor in which it originates, and preserve the 
lives and treasures of the occupants. Of 
course, in house construction, the sheets of 
Asbestos Building Lumber must run under- 
neath the studding to prevent the sparks and 
flame carried by the air draught, from cours- 
ing through the partitions, as the Asbestos 
Building Lumber makes an effective and 
cheap fire stop or barrier, and as the Asbestos 
Building Lumber is too hard for rats, mice 
and other vermin to gnaw through, its use 
prevents absolutely, the passage of flame, so 
common in ordinary building construction. 
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ASBESTOS 
'CENTURY" SHEATHING 

OR 

ASBESTOS 
BUILDING LUMBER 



Its Use for Fireproof Partitions 

The use of the large sheets of Asbestos 
Building Lumber as a fire stop in the par- 
titions, between the rooms of summer hotels, 
or office buildings, where space is of great 
value, is oft times exceedingly desirable, as 
by the use of small I beams, or angle iron, or 
studding or even ordinary common board 
partitions between rooms, faced upon both 
sides with X-inch Asbestos Building Lumber, 
a thin, strong fireproof separation is made, 
that is very saving of space. Partitions of 
light wooden studding faced with Asbestos 
Building Lumber upon both sides, are like- 
wise of most excellent construction as a fire 
stop, particularly when 85 per cent. Magnesia 
Blocks are placed between the studs, making 
the partition not only a non-conductor of 
sound, but rendering it almost impossible for 
any ordinary fire to pass beyond such a 
barrier. 
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ASBESTOS 
"CENTURY" SHEATHING 

OR 

ASBESTOS BUILDING LUMBER 




Asbestos Building Lumber applied to 
Ceilings 

Sidewalls and ceilings may be covered in 
many designs, either ornamental or plain, 
with " Century" Asbestos Building Lumber, 
which can be attached to studding, joists, 
rough sheathing or in cases where it is not 
found desirable to remove the plaster, the 
"Century" Asbestos Building Lumber can 
be readily fastened to it by using flat-headed 
nails, of sufficient length to go through 
plaster, lath and the " Century " Asbestos 
Lumber. Walls or ceilings finished in this 
manner will be found to be a great safeguard 
against the spread of fire. It is easily cleaned, 
does not discolor with age, and can be 
ornamented by painting, if so desired, as its 
smooth surface is well adapted to painting or 
decoration of any kind. 
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ASBESTOS "CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 




FRENCH OR RUSSIAN METHOD 

The French method of applying Asbestos "Century" 
Shingles or Roofing Slates, has many advantages over 
any other usage. Among the advantages which this 
usage secures, are the reduced cost of both the amount of 
material and its application, reduced weight of the com- 
pleted roof and the variety and beauty of design, which 
may be thus secured. After very careful observation in 
this and the several European countries, we have become 
so thoroughly convinced of the value of this method of 
application, that we without hesitancy recommend it to 
all who desire a handsome and serviceable roof covering, 
at a moderate cost. This French or diagonal method of ap- 
plication can be used upon nearly every class of structure, 
where there is sufficient pitch of roof for the ordinary use 
of wooden shingles or natural slates. No matter under 
what atmospheric conditions, they mav be applied, heat 
or cold, wet or dry, the Asbestos " Century " Shingles 
stand to-day unapproached in the line of roof coverings 
by any other material. By this method of application, 
the nails used in one shingle are entirely independent of 
any other shingle, thus allowing for expansion or con- 
tractien, without placing an unusual strain on either the 
fastenings or the shingles. For directions for laying ac- 
cording to the French or Russian method see page 36. 
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ASBESTOS 
'CENTURY" SHINGLES 

OR 

ROOFING SLATES 

For prices see opposite page 2 1 



No. 



Per Finished Square 
Number (a) Weip 



, , ! Av. Weight 
Gauge (a) „„ * . 



per Hundred 




se this table only when slates are 
laid according to the American method illus- 
trated on page 48. 



No. 


PerF 
Number 


nished Square 
(b) Weight tb) 


Gauge (b) 


No. Packed 

in 
Each Case 


1 


86 


255 lbs. 


i 3 "xi 3 " 




100 


6 


160 


250 " 


^9%" 




100 


11 


400 


230 " 


6"x6" 




200 



Use this table only when slates are 
laid according to the French method illus- 
trated on page 45, Fig. 2. 

The GAUGE (or portion exposed to the 
weather) on all of the above slates marked 
thus (b) is based on a 2 (two) inch lap, over 
the head of those in the se .rse below 

(for illustration of this method see page 19), 
while for those marked (a the method of 
laying will be found illustrated upon page 48. 
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ASBESTOS 
"CENTURY" SHINGLES 



OR 



ASBESTOS ROOFING SLATES 



No. 



n 



Standard Sizes { l /s in. thickness). 
No. 6 No. ii 

I2"XI2" 8"x8" 



No. i 
16" x 16 



PRICE LIST PER HUNDRED 



Color 


No. , 

$17.50 
24.50 
24-50 
24.50 


No. 6 


No. 11 


Newport Gray 
Natural Slate 
Spanish Brown 
Indian Red 


$10.00 
13.50 
13.50 
13.50 


$4.50 
6.25 
6.25 
6.25 



Prices F. O. B. Works 

Broken lots, boxing extra, carload lots 
shipoed in bulk. 

For the numt er required and average 
weight per finished square, see opposite 
page (20), 

For the prices of Ridge Rolls, Nails, 
Slater's Felt, etc., see page 40. 
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ASBESTOS 
CENTURY" SHINGLES 



OR 



ASBESTOS ROOFING SLATES 

Waterproof * Everlasting * Fireproof 




Standard Sizes (yi in. thickness). 



No 2 
16" x 16'' 



No. 7 

12" X I2 A 



No. 12 
8" x 8" 



For prices see opposite page (23). 



No. 


Per Finished Square 


Gauge 


Av. Wt. 
per 100 
Shingles 


No. S h i n - 
gles Pack'd 
in ea. case 


Number 


Weight 


2 
7 
12 


130 
240 
600 


360 lbs. 
375 " 
408 " 


7" x 16" 
5" x 12" 
3 "x 5" 


276 lbs. 

156 " 
68 " 


100 
100 
400 



Use this table only when slates are laid according 
to the American method, illustrated on page 48. 

The gauge (or portion exposed to the weather 1 on 
all of the above slates is based on a two-inch lap, 
over the head of those in the second course below. 
For illustration see page 48. 
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ASBESTOS 
'CENTURY" SHINGLES 

OR 

ASBESTOS 
ROOFING SLATES 



No. 7 



No. xa 



^ 




Standard Sizes ( l /% in. thickness). 



No. 2 
16" x 16" 

PRICE 


No. 7 No. 12 
M"XI2" 8"x8" 

List per hundred 


Color 


No. 2 


No. 7 


No. 12 


Newport Gray 
Natural Slate 
Spanish Brown 
Indian Red 


$18.00 
25.00 
25.00 
25.00 


$10. so 
14.00 
14.00 
14.00 


$5.00 
6 75 
6.75 
6.75 



Prices F. O. B. Works 

Broken lots, boxing extra ; carload lots 
shipped in bulk. 

For number required and average weight 
per finished square, ^ee opposite page (22). 

For the prices of Ridge Rolls, Nails, 
Slater's Felt, etc., see page 40. 
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ASBESTOS 
"CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 

Waterproof :: Everlasting Fireproof 

No. 8 No. i} 



( 





1 6" > 12" 8" x 8'' 

standard Sizes { l / H in. thickness). 
For prices see opposite page. 



No. 


Per ' 




Shu,, 




Nun 


1 ,.'l»t 


Case 


8 


87 

160 

400 


230 11 


i 6" 


274 


100 

4" 



Use this table onlv when slates are laid accord- 
ing to the ! , (/ 

The gam ,, ner j 

on all of lh , 1 rce | ncn 

lap for the No. 3 shingles, a two and one-hall inch 

. and a tv Ian for 

the No. n shingles. 

For prices of Cop; page 40. 
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ASBESTOS 
"CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 

Fireproof and Everlasting 




Illustration of Construction, showing 
the application of 

Asbestos "Century" Shingles 

directly upon the lath 

An economical, but not the best method 

We strongly advise that the roofing lath 
be sheathed carefully with rough lumber and 
this thoroughly covered with our Asbestos 
Roofing Felt, before applying the Asbestos 
44 Century " Shingles, so as to make a strictly 
first class and workmanlike job. A roof 
should certainly be as nearly perfect as it is 
possible to make it. 

26 
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ASBESTOS 
"CENTURY" SHINGLES 

OR 

ASBESTOS 
ROOFING SLATES 



i 



y 



Standard Size ( % in. thickness). 

Made in one size only. 

No. 14, size, W x 16". 

The center angle gives the appearance of 

8"x i6 7/ shingles or slates with the advantage 

of costing only one-half as much for the labor 

of application. See illustration on page 48. 

Price List Per hundred 



Newport Gray 


$IQ.OO 


Natural Slate 


26.OO 


Spanish Brown 


26.OO 


Indian Red 


26.00 



Weight per 

100, about 

280 lbs. 



Number required per finished square, 1 30. 
Weight " kl " 365 lbs. 

Gauge 7" x 16". 

PRICES F. O. B. WORKS. 
Broken lots, boxing extra @ 50c. per hun- 
dred shingles. Carload lots shipped in bulk. 
For prices of Ridge and Hip Rolls, Slater's 
Felt, Nails, etc., etc., see page 40. 

27 
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Asbestos " Century " Shingles 

OR 

Asbestos Roofing Slates 

No. 16 No. 21 No. 26 

r 




Standard Sizes (% in, thickness). 
No. 16 



8" x 16" 



No. j 
6" x 12" 



No. 26 
4" x 8" 



Price List Per Hundred 



Color 


No. 16 


No. 21 


No. 26 


Newport Gray 
Natural Slaie 
Spanish Brown 
Indian Red 


$Q OO 
I2.50 
I2.50 
12,50 


$5.00 
7.00 
7.00 
7.00 


$2.50 
3.50 
3.50 
3-5° 



Prices F. O. B. Works. 

Broken lots, boxing extra ; carload lots shipped In 
bulk. 

For the numberrequired and the weight per finished 
square, see opposite page (28*. 

For the prices of Ridge Rolls, Nails, Slater's Felt, 
etc., see page 40. 
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Asbestos "Century" Shingles 

OR 

Asbestos Roofing Slates 

Waterproof * Everlasting * Fireproof 



No. 17 
8" x 16' 



Standard Sizes (% in. thickness). 

No. 22 ] 

6" X 12" 4 

For prices see opposite page (31). 



No. 27 

4" x 8" 



No. 


Per Finished Square 


Gauge 


Av. Weight 
perHundred 


No. Packed 


Number 


Weight 


Each Case 


17 
22 
27 


260 
480 
1200 


365 lbs. 
368 " 
428 " 


7 "x8" 
5"x6" 
3"X4" 


140 lbs. 
76 " 
34 " 


200 
200 
800 



Use this list only when slates are laid according to the America! 
method, as illustrated on page 50. 

The gauge (or portion exposed to the weather) in all of the abov 
slates is based on a two-inch lap, over the head of those in the secon 
course below. For illustration see page 50. 
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SOLE SELLING AGENTS 
THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 

Asbestos "Century" Shingles 

OR 

Asbestos Roofing Slates 



No. 



NO. 22 





Standard Sizes {% in. thickness). 

No. 5 



No. 17 
8" x 16" 



No. 22 
6" x 12" 



Price List Per Hundred 



Color 


No. 17 


No. 22 


No. 27 


Newport Gray 
Natural Slate 
Spanish Brown 
Indian Red 


$9.50 
13.00 
13.00 
13.00 


$5.50 
7.50 
7.5° 
7.50 


$J.OO 

3-75 
3-75 
3-75 



Prices F. O. B. Works. 

Broken lots, boxing extra; carload lots shipped in 
bulk. 

For the number required and the weight perfinished 
square, see opposite page (30). 

For the prices of Ridge Rolls, Nails, Slater's Felt, 
etc., see page 40. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 

Asbestos "Century" Shingles 

OR 

Asbestos Roofing Slates 

Waterproof ' c Everlasting * Fireproof 




No. 51 



No. 52 




No. 50 
8" x 16" 



Standard Sizes (% in. thickness). 



No. 51 
6" x 12" 



No. 52 
4" x 8" 



Employed for trimmings on Ridges, Hips, Corners 

and Eaves only. 

For prices see opposite page (33). 



No. 


Av. Weight 

per 
100 Shingles 


No. Packed 

in 
Each Case 


Gauge 


50 
52 


140 lbs. 
76 " 
34 " 


200 
200 
800 


4" x 16" 
3" x 12" 
2 "x 8" 



The gauge can be varied as desired. 
For the prices of Ridge Rolls, Nails, Slaters Felt, 
etc., see page 40. 
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SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



Asbestos "Century" Shingles 



OR 



Asbestos Roofing Slates 



N : 



No. 51 



No. 52 




Standard Sizes {% in. thickness). 



No. 50 
B" x 16" 



No. 51 
6" x 12" 



No. 52 
4" x 8" 



PRICE LIST PER HUNDRED 



Color 


No. 50 j No. 51 


No. 52 


Newport Gray 
Natural Slate 
Spanish Brown 
Indian Red 


$9. 5° 
13.00 
13.00 
13.00 


$5.50 
7.50 
7.50 
7.50 


$3.00 

3.75 
3-75 
3-75 



Prices F. O. B. Works. 
Broken lots, boxing extra; carload lots shipped in 

For the number required and the weight per finished 
square, see opposite page (32). 

For the prices of Ridge Rolls, Nails, Slater s Felt, 
etc., see page 40. 



SOLE SELLING AGENTS 
THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



Asbestos "Century" Shingles 

OR 

Asbestos Roofing Slates 

Waterproof * Everlasting * Fireproof 

Employed for trimmings on Ridges, Hips, Corners 
and Eaves. 



No. 60 



No. 6r 



No. 62 




Standard Sizes (% in. thickness). 

No. 60 No, 61 No, 62 

8" x 16" 6" x 12" 4 " x 8" 

For prices see opposite page (35). 



No. 


Av. Weight 

per 
100 Shingles 


Gauge 


No. Packed 

in 
Each Case 


60 

61 
62 


142 lbs. 
80 " 

36 " 


4" x 16" 
3" x 12" 
2" x 8" 


200 
200 
800 



The gauge may be varied as desired. 
For prices of Ridge Rolls, Nails, Slater's felt, etc., 
see page 40. 
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SOLE SELLING A 

THE KEASBEY & MATTISON COM; 

AMBLER, P? 



Asbestos "Century" Shingles 



OR 



estos Roofing Slates 



F'£- « 




rs^rs^^^ 



Showing the " start " or first course when 
employing the American method illustrated 
on page 46, 



Fig. 2. 




Showing the " start " or first courses when 
employing the French or German methods. 

The illustrations on page 42 show the 
finished Ridge, capped with the Ridge Roll, 
and the method of application. 

The French, German and English methods 
are illustrated on pages 44 and 45. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



Asbestos "Century" Shingles 

OR 

Asbestos Roofing Slates 

To be employed for trimmings, as illustrated on page 41 
No. 46 No. 47 No. 48 




j& 



Standard Sizes (\ in. thickness). 
No. 46 No. 47 No. 48 

8 " XI 6" 6" x 12 4 ^8 

PRICE PER HUNDRED 



Color 



Newport Gray 
Natural Slate 
Spanish Brown 
Indian Red 



No. 46 



$9.50 
13.00 
13.00 
13.00 



No. 47 



$5.50 
7.50 

7-5° 

7.5° 



No. 48 



$3.00 
3-75 
3-75 

3.75 



The approximate weight is the same as those noted 

on page ?o. 

No. 30 No. 31 No - ^ 

Standard Sizes (% in. thickness). 

No. 30 No- » No. 3* 

8" x 16" « l6 \ x l6 

Tobe employed for trimmings, as illustrated on page 41. 

PRICE PER HUNDRED . 



Color 



Newport Gray 
Natural Slate 
Spanish Brown 
Indian Red 



No. 30 



$10.25 
13.50 
13.50 
i3-5o I 



No. \ 1 



$6.90 
8.75 
8.75 
8.75 



No. 32 



$5-25 
6.50 
6.50 
6.50 



Shipped in cases only, for which an additional 
charge is made. 
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• 


. 






SOLE SELLING AGENTS 

THE KEASBEY & MATT1SON COMPANY 

AMBLER, PENNA. 



Asbestos "Century" Shingles 

OR 

Asbestos Roofing Slates 



No.6 S 



No. 66 



No. 6 7 




Standard Sizes (}4 in. thickness). 
No. 65 No. 66 No. 67 



16" x 16" 



8" x S A 



This type of Asbestos " Century" Shin- 
gles is often used for trimmings on the 
Ridges and Hips in the manner illustrated on 
page 41, but were designed to be employed in 
the French method illustrated on page 45, 
Fig. 1. 

Price List Per hundred 

Made either with round or square corners. 



No. 


Newport 
Gray 


Natural 
Slate 


Spani-h 
Brown 


Indian ( 
Red 


65 

66 

67 


$18,00 
10.50 
5-00 


$25.00 
14.00 
6-75 


$25.00 
14.00 
6.75 


$25.00 
14.00 
6-75 



The approximate weights, gauge and 
number per finished square are practically the 
same as in the table on page 20. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA 



ASBESTOS 
"CENTURY" SHEATHING 

OR 

ASBESTOS 
ROOFING SLATES 

Waterproof * Everlasting * Fireproof 



Prices of Hip and Ridge Rolls. 

Standard Sizes {% in. thickness). 

In lengths of i6", 42" and 96", 2%" radius. 

Colors PRICE 

Newport Gray ..... 12c. per lineal foot 

Natural Slate 15c " »» *« 

Spanish Brown 15c. " " 

Indian Red 15c. " " " 

Prices for Hip and Ridge Rolls of different 
diameters made to order will be furnished 
upon application. 

Copper storm nails (patented), per 100 . $1 2? 
Galvanized iron fasteners for rolls, per 100 2 00 
Copper fasteners for rolls, per 100 . . . 3.50 

Boxing additional. 
K. & M. One-ply Asbestos Slater's Felt, 
saturated, in rolls containing 324 sq! 

1// /M? Squar * s , ) 'P erro11 3-oo 

1J4" Galvanized Iron Needle-point, Flat- 
headed Nails, in kegs containing 
100 lbs., per ico lbs 6. 00 

Prices F. O. B. Works. 
40 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 

ASBESTOS 
"CENTURY" SHINGLES 

OR 

ROOFING SLATES 

Nos. 46, 47, 48. 




Illustrating the application of 

Asbestos " Century " Shingles 

Employed as a Cornice Trimming;. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



ASBESTOS 
"CENTURY" SHINGLES 



OR 



ASBESTOS ROOFING SLATES 

Illustrating the application of Ridge Rolls and trimming 
upon the French or diagonal system of laying the slates. 




The finished Ridge, showing Ridge Roll in position 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



ASBESTOS 
"CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 

Fireproof and Everlasting 





• ^BUE-"^^ 



Illustration of Building Fireproofed with 

Asbestos "Century" Shingles 
where 

Insurance is dispensed with. 
Annual Return upon Investment, 50%. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 

ASBESTOS 
"CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 

Illustrating the French Method of Application 



X 



■ 





' / yf v 


Bf 


1 ^9 


i * i . 


iPi 


Fig. 2 

P-T — ■— \ A -*\ 






Fig. 2 differs from Fig. i only in dropping the 
lower points Y% in. further down. ~ it is done to break 
the straight and even lines, formed bv placing the 
lower point of the upper shingle even with the joint 
of the underlying shingle, as shown in Fig. i. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 

ASBESTOS 
"CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 

Illustrating the French Method, using cut 
point shingles Nos. 65, 66 or 67. 

Fig 1 






./ ■ / 






E±X33- 


M I 


■[■ ' * '■[•■It 


&!■ 



For " starters" use Shingles Nos. 55, 56 or 57. 

Illustrating the German method. 
Fig. 2 




For "starters" use the regular shingles, Nos. 1,6 or 11. 

Cut in halves diagonally. It will be noticed that 
the " German " method differs from the " French " 
in the unevenness of the course. 
For the prices of Copper Storm Nails see page 4c. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



ASBESTOS 
"CENTURY" SHINGLES 



OR 



ASBESTOS ROOFING SLATES 




Illustration of Construction, showing 
application of 

Asbestos " Century " Shines 

directly upon the lath. 
An economical, but not the best method. 

We do not advocate the constructive application 
of Asbestos " Century " Shingles, as Musi 
above, but recommend the laying of them on a 
rough or tongued and grooved board sheathing, 
covered with 1^**: Asbestos Slater's Felt, s 
ated, as described on page 19. 
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SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 

ASBESTOS " CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 




An Asbestos " Century" Shingle covered Passenger 
Depot at Montreal Junction, C. P. R. R. 




A Suburban Trolley Waiting Room. 
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SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



ASBESTOS 
"CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 

American Type of Roof 




Illustrating the American Method of Applicatior 
employing 

Asbestos "Century" Shingles 
Nos. 2, 7 or 12 

Shingles of any of the following numbers can 
be laid or used in a like manner, viz: Nos. i, 6, 
ii or 14. 

All tables presented in this catalogue giving the 
number of shingles or slates and the approximate 
weight per square, are based on each slate overlap- 
ping the slate in the second course below two inches. 

We do not recommend the use of Asbestos 
" Century " Shingles or Roofing Slates on roofs 
that have a rise of less than four inches to the foot, 
although we have them in successful use on manv 
roofs, where the pitch is considerably less. 
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SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 
AMBLER, PENNA. 



ASBESTOS " CENTURY " SHINGLES 
OR ASBESTOS ROOFING SLATES 

Illustrating the application of Asbestos " Century " Shingles 
by the French or Diagonal method. 









i 






^lai 






t. 







A Large Factory Roof— A frame building made fireproof by the 
application of Asbestos " Century " Shingles. 




Timekeeper's Office. Works Entrance. 
Sides and roof covered with Asbestos " Century " Shingles, 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 

ASBESTOS 
"CENTURY" SHINGLES 

OR 

ASBESTOS ROOFING SLATES 

Fireproof ' iC Indestnu tiltK- Waterproof 
American Type of Root 




Illustrating the American Method of Application 

era ; 

\- ; ' ( cNtur\ " Shingles 

26 

. iiijj; limn 
. 
17, 22, 27, 50, ji t 5: 
All I 
ing the number of shi: | 
approximate 

each slate overlapping I • :iJ 

course bei hes. 



SOLE SELL 

THE KEASBEY S: MATTISON COMPANY 

AMBLER. PI 



ASBEST< IS 

CENTURY " SHEATHING 

OR 

ASBEST* >S 

BUILDING LUMBER 



Size of Sh< and 42" x 96" 

Color, Newport Gray. 
Prices F. O. B. Works 



ickness D mate Thickness D 

ght PerSq.H;. Pri ^ e 





.10 




lbs. 


























2 


























.20 
















3 








































.50 


4 











-gular sizes, shapes, etc, cut to order, 
for which an additional charge is made, 
lots are shipped in bulk. 
Less than cai - .ipped in 1 

which an additional charge is made. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 

ASBESTOS 
CENTURY" SHEATHING 

OR 

ASBESTOS 
BUILDING LUMBER 



Fireproof and Everlasting 




Illustrating 
Portable Fireproof Shelters, 

Cabins or Barracks, 

Fishing or Hunting Camps, 

Consumptives ' Shacks or Shelters. 

Prices upon Application. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 

ASBESTOS 
CENTURY" SHEATHING 

OR 

ASBESTOS 
BUILDING LUMBER 

Waterproof Everlasting * Firepn 

Portable Automobile Garage 





: Jlffr* 8 *- -^^. 






/ 


I 




' 'vt~- 




t 


JPSH 





Illustrating Portable Automobile Houses, 
wherein Motor Vehicles are Housed, 

to Prevent Danger from Fire 
and the Raising oi Insurance Rates 
on Stables, i 
Prices upon Application. 



SOLE SELLING AGENTS 
THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



REINFORCED 

ASBESTOS CORRUGATED 

SHEATHING 

Employed for 

Rooting, Siding, Awnings, etc., etc. 

For Elevators, Train Sheds, 

Rolling Mills, etc., 

on structures of medium cost. 




Does Not Rust Indestructible Never Require P 
Standard Sizes ( T \ in. thickness), c,6 in. x 27^ in. 
Corrugations z l /% in. and \% in. pitch. 

Price Per Square Foot 
2% inch Corrugations 18 

*K " " 21 

Corrugated Asbestos Sheathing is rein- 
forced with }/\ in. mesh woven wire netting, 
thus insuring the greatest strength, both 
lineal and transverse. 

The corrugates are made one at a time by 
presses of the most recent design, thereby in- 
suring corrugations that are perfect. We 
guarantee them to fit perfectly. 



SOLE SELLING AGENTS 
THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



REINFORCED 

ASBESTOS CORRUGATED 

SHEATHING 

is applied in the same manner as Corrugated 
Iron, either laid directly upon the purlins in 
roofs and held in place by means of clips of 
hoop iron, which encircle the purlins and are 
placed in distances of about 12 inches apart, 
or they can be nailed to wood nailing strips 
that are bolted to the purlins. 

One and one-half corrugations should be 
allowed for the lap in the width of sheet and 
6 inches in the length for the usual pitch of 
roof of two to one. 

On siding, a one-inch or two-inch end lap 
\s sufficient, but on roofing it requires a lap 
of from three to six inches, according to the 
pitch of roof, in order to perfectly shed the 
water in the case of violent storms. 

The 2^-inch corrugated sheets will lay 25 
inches wide, with a side lap of one corruga- 
tion, but the sales measurement is 27^ inches 
in width. 



SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PI 



ASBESTOS 
" CENTURY " SHEATHING 

OR 

ASBESTOS 
BUILDING LUMBER 

Automobile Shelters, 

Hunters' Camps, Portable Houses, 

for Fishing Clubs, etc. 

Asbestos Building Lumber is a material of 
exceptional value for use for houses in which 
to shelter automobiles and motor vehicles of 
every kind in which gasoline is used, and 
which insurance companies prohibit being 
housed in stables or other structures, unless a 
greatly increased rate of insurance is paid. 
The most unlooked for accidents have oc- 
curred with these vehicles, and upon account 
of the high insurance rates, these portable 
garages or automobile houses have been de- 
signed. They are built of light steel frame 
construction, covered with sheets of Asbestos 
Building Lumber, and are warm and secure 
houses, both for the shelter of automobiles 
or for use as portable or permanent camps for 
hunters or fishermen, since they are unaf- 
fected alike by the brush fires which annually 
consume so many camps in the woods and 
mountains, or the moist sea air of the most 
exposed points along the coast. 
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SOLE SELLING AGENTS 
THE KEASBEY & MATTISON COMPANY 
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ASBESTOS 
"CENTURY" SHEATHING 

OR 

ASBESTOS 
BUILDING LUMBER 




Automobile Garage, 

Built of 

Asbestos Building Lumber, 

Mounted upon a Steel Frame. 
Fireproof Indestructible Waterproof 

Erected by the 

KEASBEY lS: MATTISON COMPANY 

Ambler, Penna., * 

For Mr. John H. Converse, of the 

Baldwin Locomotive Works, 

at Rosemont, Penna. 
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SOLE SELLING AGENTS 

THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



ASBESTOS 
"CENTURY" SHEATHING 

OR 

ASBESTOS 
BUILDING LUMBER 

Fireproof * Indestructible * Waterproof 








Illustrating C. P. R. Round House, 

containing eighteen stalls, at 

Montreal, P. Q., Canada. 

Equipped with Standard Smoke Jacks 

made of 

Asbestos Building Lumber 

For Illustration see opposite page. 
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Asbestos "Century" Sheathin 

OR 

Asbestos Building Lumber 

Indestructible "Smoke Ja^ 
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SOLE SELLING AGENTS 
THE KEASBEY & MATTISON COMPANY 

AMBLER, PENNA. 



ASBESTOS "CENTURY" SHEATHING 

OR 

ASBESTOS BUILDING LUMBER 




Illustrating a Modern Fireproof Factory Store Room. 

In this construction Asbestos Building Lumber is used to the 

exclusion of other materials for flooring, ceiling and shelves. 

Fireproof * Everlasting * Indestructible 

Estimates furnished when applications are accompanied with 

specifications and drawings. 
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THE KEASBEY & MATTISON COMPANY 
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Asbestos " Century " Sheathinc 

OR 

Asbestos Building Lumber 




Itc page (63). 
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sole sell:- 
THE KEASBEY & MATTISON COMPANY 
AMBLEP, PI 



ASBESTOS CENTURY'' SHINGL 

OR 

ASBESTOS ROOFING SLATES 
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ASEES 



1 




Office, Sault Ste. Mar:- 



THE 

<easbey & mattison 
Company 

MINERS AND SHIPPERS OF 



CRUDE AND FIBERIZED 

AND MANUFACTURERS OF 

Asbestos Products 

OF EVERY DESCRIPTION 



Asbestos Sheathing 

Building Felts and Papers 

Asbestos Mill Boards and Roofings 

Theatre Curtains 

Cylinder and Steam Packings 

Textiles 

Asbestos Twines, Threads, Yarns 

Asbestos Cloth 

AND 

Asbestos Manufacturers 

in the Greatest Variety 



(SEE OUR LIST OF ASBESTOS PRODUCTS) 
Correspondence Solicited Quotations Cheerfully Given 

The Keasbey & Mattison Go. 

AMBLER, PENNA. 

AND AT 

THETFORD MINES, P. Q., CANADA 



ASBESTOS 



FIREPROOF AND LAST FOREVER. 
NEVER REQUIRE PAINT OR ANY OTHER ATTEN" 



FACTORS 

THE 



K 



^SBEY&MATTj s 








company 



SELLING AND DISTRIBUTING AGENTS 

* r — - — - 



"▼ 



THE GREATEST INVENTION FOF 
PERMANENT BUILDING. 



APPROVED BY THE NATIONAL BOARD OF UNDERWRITERS 



